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1.1 openDev ()

FEUEO void openDev(String path, int
baudrate, int flags)

Ihaeiee FIFEE0

SHLHE path : BB/
baudrate : BHFR
flags : iR&EHRR 0

REHE 7c

1.2 closeDev ()

REEO void closeDev ()
Theeisien KiAEO
SR 7c
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1.3 resetPsam ()

FREEN int resetPsam(int type,byte[] data,int
timeout)

Ihaeiseaa Psam £E1i

SR Type : 0. 193BIAK 150k 2

Data : RIS#UE
Timeout : FBATATE]
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1.4 sendApdu ()

FEEO int sendApdu(int type, String apduHex,
byte[] data,int timeout)

IhaeisaA &i% apdu

SEURA type : 1. 25508 R 170 2
apduHex : apdu i<
data : [EIS%0E
timeout : FEAYATE]
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PowerUtils. powerOnOrOff (1, "17);
/) BEaE
PosFactory. registerCommunicateDriver (this,new SerialDriver ());

psam=PosFactory. getPsamDevice () ;
psam. open (this, ”/dev/ttyS2”, 115200, 0) ;

Va4

bytel] atrl=new bytel64];

int datalLengthl=mIPsam. resetPsam (1, atrl, 500);

bytel] resl=new bytel[datalengthl];

System. arraycopy (atrl, 0, resl, 0, datalengthl);

Log. e (TAG, "onClickl: ” + Bytelelp. BytesZHexString (resl));

/) RIE apdu

bytel] atr3=new byte[1024]:

String hex="008400000004";

int datalength3=mIPsam. sendApdu (0, hex, atr3, 500);

bytel] res3=new bytel[datalength3];

System. arraycopy (atr3, 0, res3, 0, datalength3);

Log. e (TAG, "onClick3: ” + ByteHelp. BytesZHexString (res3));

/K]

if (posApi != null) {
posApi. closeDev () ;
PosFactory. Destroy () ;

}

PowerUtils. powerOnOrOff (1, 707);



